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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live" 
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"Knowledge is such a treasure which cannot be stolen" 
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AMENDMENT NO. 1 MAY 1996 

TO 
IS 3992 : 1982 SPECIFICATION FOR TRAYS, KIDNEY 

( First Revision ) 

( Page 1, clause 2 ) — - Substitute MS 2717 : 1979 Glossary of terms relating 
to vitreous enamelware and ceramic-metal systems ( first revision )' for 
'IS : 2717 - 1964 Glossary of terms used in vitreous enamelware industry*. 

( Page 1, clause 3.1 ) — Substitute 'IS 5522 : 1992 Stainless steel sheets 
and strips for utensils ( second revision )' for 'IS : 5522 - 1978 Specification for 
stainless steel sheets and coils (first revision )*. 

( Page 1, clause 3.2 ) — Substitute 'IS 513 : 1986 Cold-rolled low carbon 
steel sheets and strips ( third revision )' for 'IS : 513 - 1973 Specification for 
cold rolled carbon steel sheets ( second revision )'. 

( Page 2, clauses 6.1 and 6.1.1 ) — Substitute 'IS 3972 ( Part 2/Scc 1 ) : 
1985 Methods of test for vitreous enamelware : Part 2 Test methods, Section 1 
Resistance to citric acid at room temperature and boiling temperature ( first 
revision )' for 'IS : 3972 - 1968 Methods of lest for vitreous enamelware*. 
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1. Scope — Covers requirements of stainless steel and enamelled Iron kidney trays. 

2. Terminology — For the purpose of this standard, the definitions given in IS : 271 7-1964 
1 Glossary of terms used in vitreous enamelware industry ' shall apply. 

3. Material 

3.1 Stainless Steel — Stainless steel shall conform to Designation XC4Cr18Ni11 or X07Cr18Ni9 
of IS : 5522-1978 ' Specification for stainless steel sheets and coils ( first revision ) '. 

3.2 Enamelled Iron — The base metal shall conform to IS: 513-1973 * Specification for cold rolled 
carbon steel sheets (second revision)* and the coating shall comprise inorganic vitreous enamel 
fused to the surface of the base metal. 

4. Shape and Dimensions 

4.1 Shape — The shape of kidney trays shall generally conform to Fig. 1. The contour shall be such 
that the trays of the same size when nested together shall not become jammed. The contour of 
sides shall bulge outside as shown in Fig. 1. The base shall be flat. 
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SECTION XX 
FIG. 1 KIDNEY TRAY ( STAINLESS STEEL AND ENAMELLED IRON ) 
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4.1.1 The kidney trays shall have the rim as shown in Fig. 1. 

4.2 Dimensions — The dimensions of kidney trays shall be as given in Table 1 read with Fig. 1 for 
all the trays ( stainless steel and enamelled iron ) subject to the following tolerances: 

Dimensions Tolerance 

mm mm 

Up to 50 ±1 

51 to 100 ±2 

101 to 200 ±3 

201 and above ± 5 

TABLE 1 DIMENSIONS OF KIDNEY TRAYS 

All dimensions in millimetres. 

Length Width Height Radius of Curvature Minimum Thickness of Material 
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Stainless Steel Enamelled Iron 
( Base Metal) 
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4.2.1 The enamelled iron trays may have two or three coats of enamel and the final thickness of 
enamel shall be between 0*12 and 38 mm. 

4.3 A deviation of maximum 15 percent shall be permitted for negative tolerance on sheet thickness 
and the reduction in the drawing due to forming process. 

5. Workmanship and Finish 

5.0 In general, the kidney trays shall be so constructed that these shall not rock when placed on a 
level surface. 

5.1 Stainless Steel Trays — The trays shall be polished bright. These shall also be free from sharp 
or open edges, distortion, dents, wrinkles, wavy surface, burrs, scratches and pittings. 

5.2 Enamelled Iron Trays — Vitreous enamel shall be applied in such a way that ground and cover 
coats shall be fairly uniform in thickness. Unless otherwise specified, the enamel shall have white 
colour with blue rim. The finished enamelware shall have a glossy finish and shall be free from 
blisters,;.crazing, cracks, chipping, pin-holes, discolouration, and other imperfections which affect the 
appearance or may impair the serviceability. 

6. Tests 

6.1 Enamelled Iron Trays— These shall satisfy the test requirements covered in IS: 3972-1968 
1 Methods of test for vitreous enamelware \ 

6.1.1 Citric acid spot test — When subjected to test in accordance with IS : 3972-1968 ' Methods of 
test for vitreous enamelware \ it shall pass the requirements for Class AA. 

7. Marking — Each kidney tray shall be suitably marked at the bottom with the manufacturer's name, 
registered trade-mark or identification mark and its size. 

7.1 Certification Marking— Details available with the Bureau of Indian Standards. 

8. Packing — The kidney trays shall be wrapped in soft tissue paper and packed in accordance with 
the instructions of the purchasers. 
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